MVP130-MVP130 – SPP Client – Registrar Setup

Local MVP130 with Static Public IP Address

Configuration -> Ethernet / IP


IP Parameters

1. Configure IP Address, IP Mask, and Gateway addresses (a Gateway address will not       be required if both MVP130’s are on the same private IP subnet).

2. Click OK on the Ethernet / IP page to save these changes.

Configuration -> Voice/Fax

1. Enable MultiVOIP to Auto Call the Remote MVP130 as follows:

a) Configure Auto Call / OffHook Alert to Auto Call and enter 201 as 

Phone Number.

2. Click OK on Voice/Fax page to save these changes.

Configuration -> Call Signaling -> SPP

1. Configure Mode as Registrar.

2.  The Signaling Port listed under General Options shows the UDP port that will be used  

     for all communication between the two MultiVOIP’s (UDP port 10000, by default).

3. Check Behind Proxy/NAT Device at the bottom of this window.  Enter this site’s static public IP address on the “Public IP Address” line.

4. Click OK on the Call Signaling -> SPP page to save these changes.

Phone Book -> Phone Book Modify -> Outbound Phone Book

Create the following Outbound Phone Book entries:

#1  Destination Pattern = 201





      Remove Prefix = Blank 

      Add Prefix = Blank 

      IP Address = Blank (or 0.0.0.0)

      Description = Whatever you want (or leave blank)

      Protocol Type = SPP

      SPP “Use Registrar” = Checked (enabled)

      Port Number = 10000 


Phone Book -> Phone Book Modify -> Inbound Phone Book

Create the following Inbound Phone Book entry:

#1  Remove Prefix = 101 

      Add Prefix = Blank  

      Channel Number = Channel 1 

      Description = Whatever you want 

      Call Forward = Not enabled 

        SPP “Register with SPP Registrar” = Checked (enabled)


Save Configuration

1.  Click Save Setup -> Save and Reboot to save these configuration changes to the MultiVOIP.

Remote MVP130 with Dynamic Public IP address

Configuration -> Ethernet / IP


IP Parameters

1. Configure IP Address, IP Mask, and Gateway addresses (a Gateway address will not       be required if both MVP130’s are on the same private IP subnet).

2. Click OK on the Ethernet / IP page to save these changes.

Configuration -> Voice/Fax

2. Enable MultiVOIP to Auto Call the Remote MVP130 as follows:

a) Configure Auto Call / OffHook Alert to Auto Call and enter 101 as 

Phone Number.

3. Click OK on Voice/Fax page to save these changes.

Configuration -> Call Signaling -> SPP

1. Configure Mode as Client.

2.  The Signaling Port listed under General Options shows the UDP port that will be used  

     for all communication between the two MultiVOIP’s (UDP port 10000, by default).

3.  Client Options

      Primary Registrar = Static public IP address of the Registrar site.  

      Port = 10000

4. Click OK on the Call Signaling -> SPP page to save these changes.

Phone Book -> Phone Book Modify -> Outbound Phone Book

Create the following Outbound Phone Book entry:

#1  Destination Pattern = 101





      Remove Prefix = Blank 

      Add Prefix = Blank 

      IP Address = Blank (or 0.0.0.0)

      Description = Whatever you want (or leave blank)

      Protocol Type = SPP

      SPP “Use Registrar” = Checked (enabled)

      Port Number = 10000 


Phone Book -> Phone Book Modify -> Inbound Phone Book

Create the following Inbound Phone Book entry:

#1  Remove Prefix = 201 

      Add Prefix = Blank  

      Channel Number = Channel 1 

      Description = Whatever you want 

      Call Forward = Not enabled 

      SPP “Register with SPP Registrar” = Checked (enabled)
Save Configuration

1.  Click Save Setup -> Save and Reboot to save these configuration changes to the MultiVOIP.

